REOTEMP工业双金属温度计
所属分类：温湿度测量 | 所属品牌：REOTEMP
REOTEMP 工业双金属温度计




产品介绍: REOTEMP 公司提供高品质的压力与温度测量仪。其经得起时间考验且耐用的双金属温度计为该公司的拳头产品。此外，该公司还提供最新的压力表实验室与隔膜密封站。REOTEMP 公司始终努力不懈地研发产品及生产线以适应客户需求。
标准特性：
全不锈钢焊接结构
易于校准复位螺杆
精确度：1％全量程（ASME B40.3）
全密封（ASME B40.3）
华氏、摄氏或双温度范围 -100°F 至 + 1000°F ( -70°C 至 +500°C)
防腐蚀和大部分化学制品
标准连接螺纹：1/2英寸NPT
标准主杆直径：1/4英寸
主杆长度由2-1/2英寸至80英寸
标准镜面：玻璃
可选项：
可底部、顶部、右侧或左侧悬挂
丙烯酸、聚碳酸酯或钢化玻璃镜头
硅树脂注入防震
主杆直径3/8英寸或5/16英寸
主杆表面涂抹特氟纶
可调角度
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Stem Temperature Ranges
Mol Length Sonnection See pg.13forful st
Standard Models Standard Threaded Fahrenheit Ranges
9 025 = 25 1= 112'NPT (std F23 4070 160°
e :g?zf;Ime) s Fs5* 2570 125%
. 040 = 4 . Fa3 070 200°F
S 5= 34" NPT adapter Pod Sl
= = . F&3 5070 300°F
(4" dial, reset) 060 = & U= 1/2 NPT Union Fe7 50 TO 500°F
=2 Fe9 5070 550°F
JJ= ModelJ F81 150 TO750%
(& dial,reset) | o0 o g0 F85 2000 1000°
Celsius Ranges
- T3 40TO70°C
16050 o5 0TO50°C
B oo
s c59 10O 150°C
SAn: =24 ce7 10 TO 260°C
ceg 10 TO 290°C
300 = 30" cs1 5070 400°C
c85 10070 500°C
360 = 36" Dual F/C Ranges
For more information on D23 4070 160°F & 4070 70°C
Sanitary Thermometers D55* 25TO 125F & -5TO50°C
see page 12 D43 0TO200°F & -10TO90°C
Intermediate D47 0TO250° & -2070 120°C
lengths available D& 50TO3009 & 1070 150°C
w0’ D67  50TO5009 & 1070 260°C
DE3  50TO5509 & 1070290°C
~Specty length in D81 150TO7509 & 707TO400°C

inches + tenths.

D85 200 TO 1000° & 100 TO 500°C
“ Not available in 2.5 stem
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Options

= Pointed Stem

= Silicone Fill
(max temp 550°F)

= 316 SS Stem
= 3/8" dia. Stem
= Acrylic Window

= Polycarbonate
Window

= Tempered Glass
Window

= Max/Min Pointer

= Certificate of
Conformance

= 1 Point Calibration
Cert

= 3 Point Calibration
Cert

For Thermowells
seepg. 14





底部连接
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Stem Temperature Ranges
Models Length Connection ‘See pg.13 for full s
Standard Models Standard Threaded Fahrenheit Ranges
L 025 = 25 1= 112'NPT (std F23 4070 160°
i :g?zf;lxr“em) i Fs5* 2570 125%
: 040 = 4 - Fa3 070 200°F
W Ry £ URNET Fa7 070 250°F
= Mode| " . F&3 5070 300°F
(4" dial, reset) 060 = & 5= 3/4” NPT adapter Fe7 50 TO 500°F
=2 Fe9 5070 550°F
VR= Model VR F81 150 TO750%
(& dalreset) | o0 g0 F85 2000 1000°
Celsius Ranges
Non-Reset Models. 150 = 15" c23 -40TOT70°C
. cs5* 070 50°C
R%= ‘Moacl X: " oG ca3 070 100°C
(3" dial, no reset) | 180 = 18 ry c47 2070 120°C
c59 10O 150°C
YN= Model YN 240 = 24" ce7 1070 260°C
(4 dial, no reset) ceg 10 TO 290°C
300 = 30" cs1 50 TO 400°C
VV= ModelV c85 10070 500°C
(5 dial, no reset) | 360 = 36" Dual FIC Ranges
For more information on D23 4070 160°F & 4070 70°C
Sanitary Thermometers D55* 25TO 125F & -5TO50°C
see page 12 D43 0TO200°F & -10TO90°C
Intermediate D47 0TO250° & -2070 120°C
lengths available D& 50TO3009 & 1070 150°C
w0’ D67  50TO5009 & 1070 260°C
DE3  50TO5509 & 1070290°C

~Specify length in
inches + tenths.

D81 150 TO750°F & 70TO400°C
D85 200 TO 1000°F & 100 TO 500°C

Not available in 2.5° stem.
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Options

Pointed Stem

Silicone Fill
(max temp 550°F)

= 316 SS Stem
= 3/8" dia. Stem
= Acrylic Window

= Polycarbonate
Window

= Tempered Glass
Window

= Max/Min Pointer

= 9 0'Clock Stem
(left side)

= 3 0'Clock Stem
(right side)

= 12 O'Clock Stem
(top mount)

For Themowells
seepg. 14





背部连接
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Stem Temperature Ranges
Models Length Connection ‘See pg.13 forfull st
Standard Models Standard Threaded Fahrenheit Ranges
_ 025 = 25 1= 112 NPT (std F23 4070 160°
AL :g?zfrrem) . Fs5* 2570 125%
' 040 = 4 - Fa3 070 200°F
—_— £ URNET Fa7 070 250°F
= . F&3 5070 300°F
(5" dial, reset) 080 = & 5 = 3/4” NPT adapter F67 50 TO 500°F
=fg2 Fe9 5070 550°F
cc= ModelC o0 =2 X = Plain Hex Bushing F8l 15070 750°F
(4" dial, reset) S —— (no threads) F85 200 TO 1000°F
. Celsius Ranges
Non-ResetModels | 150 = 15" B 12:BSPT C23  40T1070°C
» cs5* 070 50°C
RIE= ModelR. " oG ca3 070 100°C
(3" dial, no reset) | 180 = 18 ry c47 2070 120°C
c59 070 150°C
SS= Model S 240 = 247 ce7 0T0250°C
(5" dial, no reset) ce9 070300°C
300 = 30" c81 5070 400°C
CN= Model CN C85 10070 500°C
(4" dial, no reset) | 360 = 36" Dual FIC Ranges
For more information on D23 4070 160°F & 40TO70°C
Saniary Thermometers D55* 25TO 125°F & -5TO50°C
see page 12 D43 0TO200°F & -10TO90°C
Intermediate D47 0TO250° & -2070 120°C
lengths available D& 50TO300° & 1070 150°C
w0’ D67  50TO5009 & 10TO260°C
DE  50TO5509 & 1070290°C

~Specify length in
inches + tenths.

D81 150 TO750°F & 70TO400°C
D85 200 TO 1000°F & 100 TO 500°C

Not available in 2.5° stem.
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Options

= Pointed Stem

= Silicone Fill
(max temp 550°F)

= 316 SS Stem
= 3/8" dia. Stem
= Acrylic Window

= Polycarbonate
Window

= Tempered Glass
Window

= Max/Min Pointer

= Certificate of
Conformance

= 1 Point Calibration
Cert

= 3 Point Calibration
Cert

For Thermowells
seepg. 14





